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*-I Too Heavy

$BA9EL TR 2730kg/m? , 3.0mmEN BRI R 8.19kg/m? , KEAEE—#RF2600—
2700kg/m? , 7% & B B 592700—2800kg/m* , —HR30mmEM LR SN EREIL
84kg/m? , 23.0mmiBIRERAL0ME !

: The density of aluminum is
2730kg/m?® ,weight of 3.0mm
thickness aluminum plate is only
8.19kg/m? .Density of marble is
2600-2700 kg/m* .and density of
granite is 2700-2800 kg/m® .The
weight of a piece of 30mm
thickness granite up to 84 kg/m2.1t
is 10 times as heavy as 3.0mm
aluminum plate.

30mmEAAERE 3.0mmiBTER S MR IEIR
30mm Natural Granite 3.0mm Granite Grain PVDF Coated Aluminum Plate

QE*EEI Uncontrolled Installation

AMREIRRNE. HEK. BHRENAZE  ATRTRER2EA !

In the installation process ,seam cutting, glue filling, and anchor placing are all not controlled,thereby bringing a lot
of safety hazards!
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B SRR EBIK / Bonding Relies on Glue n BkEWR / Aging of Glue

gﬁaﬁzﬁﬁ Tnnglngstone RAEHTFRRIRERSSRAL0~15F , Kok
¥ y EUT  BENAMESEEAD ?
RARTRARRSD , AAEARER. B, B o o g e 3

REERR , NZAT TR BIENE. curtain wall?
It's modified epoxy resin polymer with excellent characteristics of high

bonding strength, fast curing and aging resistant, widely used in the adhesion

for dry-hanging stone curtain wall.

ATRRE, BINERETEER “@RAE" | B E#%ﬂ/ Anchor Corrosion

In order to be fast or saving, construction process often perpetrate a fraud.

ERE HEBRH BROAORMERIE , LSS ANELR | s
B, B, HESIER. SERNESETELRIDE B

Marble Glue
BEFEIRT. ZAKRBSREMNNE , BERX , XAFAREN

RERIESEWARSMLLAIBHERR100:3) , ATHBIMA
FEE, —BHHIBE3% , MESBRAES  BERRIELE
RERERED  SHEKRE.

Its main c ition is d poly resin, with proper proportion of
curing agent, can play the role of rapid positioning, repairing,
bonding,etc.Marble glue has the advantage of short curing time, convenient
for construction adjustment.Marble glue itself has no toughness and with low

strength.Besides,due to the disparity of ratio between unsaturated polyester
resin and curing agent formula (normally 100:3),it's difficult to control by
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anchor for stone
Preferred: stainless steel anchor
Second-choice: hot dip galvanized steel anchor

Ban: cold galvanized steel anchor

manual operation.
Once the proportion exceed 3%, will make colloid be frangible, and reduce the
adhesive ability, eventually shorten life, then lead to danger happening.
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ﬂ Hﬂl*[ Large Steel Consumption

BEHE  SBARE+SEK , K25~33kg/m?
AMRENANE= (2~3(F) xASURRNENE

Because of heavy weight,cause a huge steel
consumption, up to 25~33kg/m?

steel consumption of stone curtain wall = (2 to 3 times)x
steel consumption of stone grain aluminum plate M

—HAEEHESRESE! ! !

BEX I Obvious Color Difference

XREMEEFERE  AFAMNRBHEXALMYN  BRNFAHEHASBREFIA
BIMEFTRE. RN, KREMORRT MRS ERFRR 2 EMRB NN , Xt
REMFEBENTENENRE. BAf  EAARGEMEEESHIRABERNE™. KR

WAEBERHENEBERE !
Reason for natural stone color difference: because the color of the stone material is natural formed, color quality good
or not is decided by stone contained pigment ion and internal stri i of different

stone minerals which formed stone will also affect the color change,this is the reason that stone color difference
couldn't be changed.

So, the application of decorative stone often encounter the problem of color difference. Color difference of natural
marble or granite is obvious!
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